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SUSUZLANDIRMA ELEĞİ (UMDS)
DEWATERING SCREEN (UMDS)

UĞURMAK brand UPY Ser�es blade m�lls are generally used �n the wash�ng process when they need to be processed before wash�ng at 
screens to �ncrease screen�ng eff�c�ency or before other wash�ng equ�pment such as v�brat�ng wash�ng screen, sand class�fier or dewater�ng 
screen. It �s used to pur�fy the stone from so�l, clay and other unwanted part�cles.

Yıkanmış kum, UMDS ser�s� susuzlandırma eleğ�n�n besleme kısmındak� eğ�ml� elek yüzey�ne beslen�r. Elek kasası yukarı doğru eğ�ml� 
olarak tasarlanmıştır. Malzeme bu yukarı eğ�m� v�bromotorların oluşturduğu doğrusal hareket sayes�nde tırmanırken su tırmanamaz 
ve besleme �le tırmanma hareket�n�n kes�ş�m bölges�nde havuz oluşturur. Dolayısıyla filtre görev� gören oldukça küçük göz aralıklarına 
sah�p pol�üretan elek teller�n�n göz aralıklarından sıvı ve çok küçük organ�k l�er kumdan ayrılarak elekten tahl�ye ed�lmeye zorlanır. 
Alınan su s�stemde tekrar kullanmak amacıyla ger� dönüştürülür. Kumsa susuzlandırılmış olarak elde ed�lm�ş olur. 

UĞURMAK marka UMDS ser�s� susuzlandırma elekler�, b�r yıkama s�stem�nde kazanılmış kumdan suyun uzaklaştırılmasını sağlamak �ç�n 
tasarlanmıştır. Herhang� b�r yıkama �şlem�nden sonra kum m�n�mum %20 oranında su �çer�r. Bu m�ktardak� suyun yığın hal�nde 
stoklanarak süzülmes� haftalar sonunda mümkün olab�l�r. Ancak bu da stok mal�yet�n� aşırı yükselt�r. Bu sebeple susuzlandırma eleğ� 
yıkama s�stemler� �ç�n çok değerl� ek�pmanlardır. 

UĞURMAK brand UMDS ser�es dewater�ng screens are des�gned to remove water from the acqu�red sand �n a wash�ng system. After any 
wash�ng, sand conta�ns a m�n�mum of 20% water. It w�ll be poss�ble to stock up th�s amount of water and dry �t �n weeks m�numum. However, 
th�s �ncreases the �nventory cost excess�vely. For th�s reason, dewater�ng screen �s very valuable equ�pment for wash�ng systems. Washed 
sand �s fed to the �ncl�ned screen surface �n the feed�ng part of the UMDS ser�es dewater�ng screen. The scren body �s des�gned w�th an 
upward slope. Thanks to the l�near mot�on created by the v�bromotors, the mater�al cl�mbs th�s upward slope but water cannot and forms 
a pool at the �ntersect�on of the feed�ng and cl�mb�ng movement. Therefore, l�qu�d and very small organ�c fibers are forced to be d�scharged 
from the screen by separat�ng the sand. The water taken �s recycled for reuse �n the system.



Susuzlandırma Eleğ� Tekn�k B�lg�
Dewater�ng Screen Techn�cal Data
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•Kumun �çerd�ğ� suyu hızlıca uzaklaştırır.
•Çok düşük sev�yede nem �çeren ürün elde ed�l�r.
•Elde ed�len üründe çok kısa süre şartlandırma �ht�yacı 
  duyulur
•Bakter� üremes� azalır
•Toplam stok kal�tes�n� artırır.

 It qu�ckly removes the water conta�ned �n the sand.•
 Very low mo�sture product �s obta�ned.•
 The product obta�ned needs to be cond�t�oned for a very •
   short t�me.
 Bacter�al growth decreases•
 It �ncreases the total stock qual�ty.•

Özellik/Specification

Ağırlık / We�ght (kg)

Motor Devr� / Eng�ne rotat�on (rpm) 

UMDS

1230

2000

2x5,5

1200

3000

1250

UMDS

1540

3000

2x7,5

1500

4000

1650

UMDS

1840

3500

2x7,5

1800

4000

1750

UMDS

2040

6756

2x9,2

1975

4000

2830

Gen�şl�k (A) / W�dth (A) (mm)

Uzunluk (B) / Length (B) (mm) 

Yüksekl�k (C) / He�ght (C) (mm)

Güç / Power (kW)

1000 1000 1000 1000

UMDS

2450

6000

2x9,2

2400

5000

2500

1000
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UĞUR MAKİNA, katalogda yer alan tüm modeller�n tasarım ve tekn�k özell�kler�nde değ�ş�kl�k yapma hakkını saklı tutar.
UGUR MAKINA, has  the r�ght to change the des�gn and spec�ficat�ons of all models �n the catalog.
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