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IZGARALI ELEKLER (UMIE)
VIBRATING GRIZZLY SCREENS (UMIE)

UĞURMAK UMIE ser�s� Izgaralı Elekler, genell�kle kırma eleme proses�n�n �k� farklı aşamasında kullanılır.

• Besley�c� ve pr�mer arasına konulur. Besley�c�den gelen pr�mere g�decek ve by-pass ed�lecek ürünü ayırmak �ç�n kullanılır.
• Sekonder kırıcının önüne konulur. Pr�mer kırıcıdan gelen �nce malzemey� by-pass ederek sekonder kırıcıya g�rmemes�n� sağlar.

Bu aşamalarda terc�h ed�lmes�n�n sebeb�, bu eleğe beslenecek malzemen�n oldukça �r� tanelerden oluşmasıdır. Standart eğ�ml� elekler hem �sten�len kapas�tey� 
karşılamak da zorlanab�l�r hem de malzemen�n �r�l�ğ�nden dolayı çel�k örgülü elek teller�n�n kısa sürede değ�şt�r�lmes� gerekeb�l�r.

UĞURMAK UMIE ser�es Gr�zzly Screens are generally used �n two d�fferent stages of crush�ng and screen�ng process.

• It �s placed between the feeder and the pr�mary crusher. It �s used to separate the product that w�ll go to the pr�mary crusher from the feeder and be 
bypassed.
• It �s put �n front of the secondary crusher. Bypass�ng the small mater�al com�ng from the pr�mary crusher, �t ensures that �t does not enter the secondary 
crusher.

Izgaralı t�treş�ml� elekler �k� katlı olarak çeş�tl� ölçü ve kapas�telerde �mal ed�l�r. Izgara aralıkları by-pass ed�lecek malzeme boyutuna göre kolaylıkla 
ayarlanab�l�r. Izgaralı eleklerde v�brasyon eğ�ml� eleklerde olduğu g�b� elek gövdes�ne yataklanmış m�le bağlı eksantr�k ağırlıkların dönmes�yle elde ed�l�r. 
Tahr�k s�stem� ayarlanab�len ağırlık s�stem� �le etk�n elemen�n gerekt�rd�ğ� v�brasyonu kolayca ayarlanab�lecek şek�lde tasarlanmıştır.

The reason why �t �s preferred at these stages �s that the mater�al to be fed to th�s screen cons�sts of very large mater�al. Standard screens can not meet 
the des�red capac�ty and due to the s�ze of the mater�al, the standard steel mesh may need to be replaced �n a short t�me.

Gr�zzly v�brat�ng screens are manufactured �n two decks �n var�ous s�zes and capac�t�es. Gr�zzly spaces can be eas�ly adjusted accord�ng to the mater�al s�ze 
to be bypassed.V�brat�on �s obta�ned by rotat�ng the eccentr�c we�ghts connected to the shaft mounted on the screen body, as �n the other screens. The 
dr�ve system �s des�gned �n such a way that the v�brat�on requ�red by the effect�ve screen�ng can be eas�ly adjusted w�th the adjustable we�ght system.



Izgaralı Elek Tekn�k B�lg�
V�brat�ng Gr�zzly Screens Techn�cal Data
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Özellik/Specification

Gen�şl�k (A) / W�dth (A) (mm)

Uzunluk (B) / Length (B) (mm) 

Güç / Power (kW)

UMIE 1020

1000

2000

5,5

UMIE 1030

1000

3000

5,5

UMIE 1230

1200

3000

5,5

UMIE 1430

1400

3000

11

UMIE 1440

1400

4000

11

Özellik/Specification

Gen�şl�k (A) / W�dth (A) (mm)

Uzunluk (B) / Length (B) (mm) 

Güç / Power (kW)

UMIE 1650

1600

5000

18,5

UMIE 2050

2000

5000

22

UME 1640

1600

4000

11

• motor güçler� elek kat sayısına göre değ�şt�r�leb�l�r.

• motor power can be changed accord�ng to the number of screen deck.
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UĞUR MAKİNA, katalogda yer alan tüm modeller�n tasarım ve tekn�k özell�kler�nde değ�ş�kl�k yapma hakkını saklı tutar.
UGUR MAKINA, has  the r�ght to change the des�gn and spec�ficat�ons of all models �n the catalog.
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